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103S 1" Steel Locknut
Bridgeport Fittings

Catalog Number 103S
Manufacturer Bridgeport Fittings
Description Locknut, 1 In Trade Size, Round, Zinc Electro-Plated, Cable Entry

Through The Fitting or Conduit That The Locknut Is Attached to,
3/16 In Width, 1-3/4 In Diameter

Weight per unit 0.0350 (lbs/each)
Product Category Rigid Conduit Fittings - Steel

Features
Cable Entry                   Through the fitting or conduit that the locknut is attached to
Material                      Steel
media                         Yes

Material, Color, and Finish
Finish                        Zinc Electroplated

Dimensions and Weight
Size                          1

Descriptions
Description                   1" STEEL LOCKNUT
extra long description        BPT 103-S 1" UL STEEL CONDUIT LOCKN
Special Features              Heavy duty material and zinc plating thickness

Manufacturer Information
Brand                         Bridgeport
GTIN 00781747201034
UPC 781747201034

Taxonomies, Classifications, and Categories
Category Description          Locknuts, Bushings, Re-Bushings, Re-Washers, Threaded Plugs,

Knockout Plugs
Type                          Locknuts

Trade Size
Trade Size                    1

Packaging
Carton 100
Package 500
Weight Per each 0.035
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Uses, Certifications, and Standards
Application                   Used to fasten threaded Rigid or IMC Conduit to box or

enclosure.
standard                      UL, CSA


