
CAUTION: Turn off power before preparing wire or installing or removing connectors.

TO INSTALL: Strip wires approximately 3/4” long. Insert wires thru cap and twist. Insert 
Buchanan C24 or P24 pres-SURE-tool with latch at “A” or alternate tools listed. Crimp 
and cut flush.

INSULATE: with Buchanan 2007 Nylon Insulator

TO REMOVE: Snip cap at both ends of one crimp or squeeze alternately 90° apart 
between crimps.

UL and CSA listed as “pressure type wire connectors” and “fixture-type splicing 
connectors” for 2-10 #18, 2-7 #16, 2-5 #14, 2-4 #12, 2 #10 stranded and/or solid wire. 
UL listed for grounding equipment. Consult factory for complete listing.

Alternate UL Listed Tools: 
• IDEAL 30-425 - Nest back & front Jaw
• T&B WT111M - Nest C, AB & B
• T&B WT161 - Center Nest
• T&B WT100M or WT1000 - Nest for bare Term. A, B, C
• T&B WT112M
• 3M TH220 - Nest 22-6 & 22-8
• Panduit CT200 - Nest 12-10, 22-14 & 22-10

COPPER WIRE ONLY

Crimp Connectors

NOT CSA Certified for
Aluminum Wire.
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