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260MSRT 1/2" Mighty-Seal Raintight Push Steel Emt Coupling
Bridgeport Fittings

Catalog Number 260MSRT
Manufacturer Bridgeport Fittings
Description 1/2" Raintight Push-Emt® Coupling
Weight per unit 0.1330 (lbs/each)
Product Category Die Cast Compression Emt CPLG

Features
Connector Type PUSH-EMT®
insulation None
Material Zinc Alloy body and locknut with steel internal components
media Yes

Material, Color, and Finish
Finish Ball burnish

Dimensions and Weight
Size 1/2

Descriptions
Description 1/2" MIGHTY-SEAL RAINTIGHT PUSH STEEL EMT COUPLING
extra long description BPT 260-MSRT 1/2" PUSH-EMT MSRT COU
Features Time Saver:  All it takes is a push! 75% quicker install. No tools

required.  Removable and Raintight!
Long Description 1/2" Raintight PUSH-EMT® Coupling
Product Type 1/2" Push-Emt MSRT Coupling
Special Features Concrete Tight/Raintight

Manufacturer Information
Brand Bridgeport Fittings
GTIN 00781747112606
Manufacturers Part Number 260MSRT
UPC 781747112606

Taxonomies, Classifications, and Categories
Category Description STEEL EMT FITTINGS
Type COUPLING

Trade Size
Trade Size 1/2

Packaging
Carton 25
Package 250
Weight Per each 0.133
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Uses, Certifications, and Standards
Application Bridgeport Fittings Mighty-Seal®  product line is designed to

provide quick and easy raintight connection to EMT raceways. 
Patented

standard cULus


