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Catalog Number
Manufacturer
Description

Weight per unit
Product Category

Features
Material
media
Number of Holes
Stud Size

Material, Color, and Finish
Color

Dimensions and Weight
Size

Descriptions
Description
extra long description

Manufacturer Information
Brand
GTIN
UPC

LCC500126 500 Long Barrel 2-Hole Compression - No Window

Panduit Corporation

LCC500126

Panduit Corporation

Long Barrel Lug, 500 Kemil Conductor Size, Non-Insulated, Copper
Conductor Material, Brown (Code) Insulation Color, +90 °C
Operating Temperature, 6.36 In Overall Length, 35 KV

0.4160 (Ibs/each)

Large Terminals & Connectors

Copper
Yes

2

1/2

Brown

500 kcmil Code

500 LONG BARREL 2-HOLE COMPRESSION - NO WINDOW
PAN LCC500-12-6 Pan-Lug™ LCC500-12-

PANDUIT
00074983902651
074983902651

Taxonomies, Classifications, and Categories

Category Description
Type
Packaging
Carton
Weight Per each

Uses, Certifications, and Standards

Mounting
standard

Comp & Mech Lugs and Butt Splices
Compression Lug

6
0.416

2-5/8
CSA certified C22.2 No. 65-13, UL Listed to 486A-486B File
#E52164, ABS approved, NEBS Level 3



