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Manufacturer Information

Brand
GTIN

Manufacturers Part Number

UPC

XHHW12STYL500
Southwire Company
XHHW 12 STR Cu Yw 500SP
0.0370 (Ibs/ft)

XHHW-STR (Stranded)

12
1
600

500

CU XHHW #12 STR YELLOW 500

SWC 37105471 XHHW 12 Str Cu Yw 500S

Southwire® XHHW-2 copper conductors are primarily used in

conduit, Cable Tray or other recognized raceways for services,
feeders, and branch circuit wiring, as specified in the National
Electrical Code. XHHW-2 copper conductors may be used in wet
or dry locations at temperatures not to exceed 90 C. Voltage
rating for XHHW-2 conductors is 600 volts. Suitable for use in
Health Care Facilities per Section 517.160 of the National

Electrical Code where a dielectric constant of less than 3.5 maybe

specified.

XHHW 12 Str Cu Yw 500Sp
XHHW 12 STR Cu Yw 500SP
XHHW 12 Str Cu Yw 500Sp

Copper
00032886943706
37105471
032886943706

Taxonomies, Classifications, and Categories

Category Description
Type

Availability
minimum qty

BUILDING WIRE
XHHW

500
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Packaging
Carton 500
Weight Per foot 0.037

Uses, Certifications, and Standards
Application Commercial



